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Climate Fresh
Description
Within a short time (approx. 10 min.) removes the unpleasant odors that are caused by bacteria and mold
in air conditioning systems, ventilation ducts or
vehicle interiors. Easy to use - no need to disassembly the pollen or dust filter. Leaves a pleasant,
fresh aroma behind.

Properties
- assures fresh, clean air
- removes musty smells
- increases ride comfort

Available pack sizes
150 ml Can aerosol

4065
D-GB-I-E-P

Technical data
Solubility in water

löslich / soluble

Base

Alkoholische Lösung mit
Duftstoffen / Alcohol
solution with fragrances

Density at 20 °C

0,943 g/cm³
DIN 51757

Color / appearance

farblos / colourless

Our information is based on thorough research
and may be considered reliable, although not
legally binding.

Shelf life in original sealed 36 months
container

Areas of application
For cleaning vehicle air conditioning systems and
vehicle interiors.

Application
Before using the product, the surface of the evaporator should be dried using the vehicle heater. The engine must be started for this. Then switch off the air
conditioning. Set the temperature switch to max.
(warm) and the heating and ventilation system to footwell, and then operate at max. blower capacity in air
circulation mode for 10 min. Shake can well before
use and position in the intake area of the air circulation system (usually the front passenger footwell) using the box. Set the air distribution switch to center
fresh air nozzle (passengers) and top fresh air nozzle
(windshield). Actuate the spray head with the windows closed, leave the vehicle and close the
doors. After cleaning the surface of the evaporator,
allow it to dry for approx. 10 minutes under the same
heating and ventilation settings. Finally switch off the
engine and ventilate the vehicle interior thoroughly
with the doors open for approx. 10 minutes.

Comment
No persons are allowed in the vehicle during the
spraying process!
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