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Jectron Fuel Injection Cleaner
Description
Jectron was developed to clean and maintain fuel systems of port injected or carburetted gasoline engines.
Jectron will restore performance and improve
throttle response while improving emissions. Injector
spray patterns are restored for better fuel atomization and gas mileage. Regular usage protects the fuel
system against deposits and corrosion.
Effect:
- cleans injectors without removal
- keeps intake valves clean
- reduces fuel consumption and exhaust emissions
- restores performance, drivability and durability
- promotes accurate injector dosing and fuel atomisation (engine regains its original performance)
- smother idling, good throttle response
- no starting problems and no lean surging

Properties
- cleans fuel system
- assures precise atomization
- improved driveability
- normalizes fuel consumption and exhaust emissions
values
- removes carbon deposits from the intake valves and
in the combustion chamber
- excellent corrosion protection
- tested for the use with catalytic converters

ing is spontaneous. Minimum fuel filling of 25 liters (7
gal.) is requested for optimum product performance.

Comment
WARNING: Cancer- www.P65Warnings.ca.gov

Available pack sizes
300 ml Can sheet metal

2007
USA (-EN-)

300 ml Can sheet metal

7711
CANADA (-EN-F-)

Our information is based on thorough research
and may be considered reliable, although not
legally binding.

Technical data
Odor

charakteristisch /
characteristic

Color / appearance

gelb / yellow

Form

flüssig / liquid

Flash point

145 °F

Density at 59 °F

0,806 g/cm³

Viscosity at 104 °F

2,0 mm²/s

Areas of application
For rectifying problems such as difficulties with starting, irregular idling, poor throttle response, performance losses, surges due to lean mixture and poor exhaust values caused by contaminated injection systems. Repeat treatment if problems reoccur. Suitable
for all gasoline injection systems.

Application
One 300 ml can is sufficient for up to 75 liters (20 gal.)
of fuel. Regular use keeps injection system in perfect
working order and gives lowest exhaust emissions.
Smoother idling, better throttle response. Injection
Cleaner can be mixed with fuel at any time since mixLIQUI MOLY GmbH
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