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What effect do additives have? Without additives With additives
LIQUI MOLY offers additives for various applications.

Three different types of additives are offered for motor and 
gear oils: One kind is the cleaning additives that are added 
before an oil change, dissolve deposits and contaminants 
and are flushed out with the old oil. Wear protection additives 
reduce the wear and friction in the engine and thereby contri-
bute to a lower fuel consumption. The third kind of oil additives
is used for  troubleshooting. With these, the noise level of 
hydraulic tappets is minimized, the motor oil and thereby the 
oil pressure are  stabilized and engine and transmission seals 
are regenerated.

Fuel additives are poured directly into the tank and are also 
used for various tasks. The cleaning effect is in the foreground 
for gasoline additives. Irregular engine running, poor throttle 
 response and high consumption can usually be remedied with 
these additives. Diesel additives clean the fuel system and 
improve the  combustion of the diesel fuel. The engine therefore
starts better and improved exhaust emission characteristics 
are achieved.

Clean engines use less fuel and reduce the pollutant emissions.



What good are high-quality motor oils? Short engine oil ABC:
… not too long ago, as our streets were still populated by the VW 
Beetle, Ford Granada and Opel Rekord, the world of engine 
technology looked very different. The assemblies of our treasured 
passenger cars possessed simple structures and could some-
times also be repaired by the experienced passenger car owner 
himself. Modern drive designs are not satisfied with traditional 
 lubricants. Depending on the engine design and inspection interval,
different qualities are required in order to ensure the best possible
lubrication and high level of protection against wear.

These days, every high-tech motor oil must be adapted to different
environments. Whether used in a 12-cylinder gasoline engine or a 
diesel engine with state-of-the-art common rail technology, very 
specific abilities are usually demanded. 

On the part of the vehicle manufacturer, the suitable engine oil 
candidate is already filtered out in the formation phase of the new 
engines or the suitable special lubricant is developed at the same 
time. Close and permanent contact with the development depart-
ments of all well-known vehicle manufacturers is thus indispen-
sable. Lubricants that meet the sometimes extreme requirements 
of the vehicle manufacturers are distinguished with an appropriate
certificate, referred to as the ”manufacturer approval”.

Mineral oil / raffinate
Direct distillate (product from thermal separation process) 
from crude oil.

HC hydrocrack oil
The molecules of the mineral base oil are ”hydro-cracked” 
or reworked in a highly-complex manufacturing process. 
The quality of the oil is thus considerably improved. The 
product is a tailor-made special lubricant.

Synthetic oil
When distilling the crude oil, a distillate is removed with 
a precisely defined molecular chain length, completely 
 chemically deconstructed and re-assembled in an altered 
form as required, according to the modular design principle.  

LIQUI MOLY 
offers the right oil 
for every engine.
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المحتویات

بیانات السیارة

ما هو تأثیر الإضافات؟

ما هي فائدة زیوت المحركات عالیة الجودة؟

دلیل الخدمة

فحص هیكل السیارة

عملیات تشغیل إضافیة



لوحة رقم السیارة:

57
39

11
91

1

LIQUI MOLY GmbH شركة
Jerg-Wieland-Strasse 4

89081 Ulm
ألمانیا

+49 731 14 20-0 هاتف رقم: 
+49 731 14 20-75 فاكس رقم: 

info@liqui-moly.com برید إلكتروني: 
www.liqui-moly.com


