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LIQUI MOLY GmbH
Jerg-Wieland-Str. 4
89081 Ulm-Lehr

Phone: +49 (0)731/1420-0
Fax: +49 (0)731/1420-82
e-mail: info@liqui-moly.de

Technical hotline: +49 (0)731/1420-871
www.liqui-moly.com

Properties
- compatible with conventional coolants and

antifreezes
- suitable for aluminum radiators
- permanently and reliably seals hairline cracks and

small leaks
- no negative side effects on the water pump or

heating circuit
- for preventive use

Technical data
Form liquid 
Color / appearance white, cloudy 
Density at 20 °C 1,05 g/cm³
Solubility in water mixable 
Odor weak 
Flash point >100 °C

Available pack sizes
250 ml Can sheet metal 1810

GB-GR-I
250 ml Can sheet metal 1921

D-F-I
250 ml Can sheet metal 2676

D-PL-BG
250 ml Can sheet metal 2828

DK-N-S-FIN
250 ml Can sheet metal 8370

GB-ARAB-F
250 ml Can sheet metal 8385

D-H-RO
250 ml Can sheet metal 20869

JP
250 ml Can sheet metal 21766

GB-E-P-F-ARAB

Our information is based on thorough research
and may be considered reliable, although not
legally binding.


