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Zentralhydrauliköl 2200

LIQUI MOLY GmbH
Jerg-Wieland-Str. 4
89081 Ulm-Lehr

Phone: +49 (0)731/1420-0
Fax: +49 (0)731/1420-82
e-mail: info@liqui-moly.de

Technical hotline: +49 (0)731/1420-871
www.liqui-moly.com

Properties
- outstanding corrosion protection
- outstanding friction characteristics
- very good low-temperature properties
- excellent viscosity/temperature properties
- high wear resistance
- optimum stability to aging

LIQUI MOLY also recommends this product for
vehicles or assemblies for which the following
specifications or original part numbers are
required
MB 344.0

Technical data
Density at 59 °F 0,85 g/cm³

DIN 51757
Viscosity at 104 °F 31 mm²/s

ASTM D 7042-04
Viscosity at 212°F 6,35 mm²/s

ASTM D 7042-04
Viscosity at -40 °F (Brookfield) ≤ 20000 mPas

ASTM D 2983-09
Viscosity index 162 

DIN 51562
Pour point -66 °F

DIN ISO 3016
Flash point 224 °F

DIN ISO 2592
Color number (ASTM) L 0,5 

DIN ISO 2049

Available pack sizes
1 l Can plastic 3664

D-GB-I-E-P

Our information is based on thorough research
and may be considered reliable, although not
legally binding.


